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En
tr

y

–

teplotu a nastavovat rozvrh provozu odkudkoli 

*v závislosti na modelu

78 cm

RAK-18PED
RAK-25PED
RAK-35PED
RAK-50PED

280
215

780

RAC-18WED
RAC-25WED
RAC-35WED RAC-50WED

530
278

660

600
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kW 2,00 2,50 3,50 5,00

kW 2,50 3,40 4,20 6,00

kW 0,58 0,70 1,09 1,56

kW 0,62 0,88 1,10 1,66

Napájení

mm2

EER

SEER

(mírné klima)

Provozní rozsah venkovních teplot

Kapalina–plyn palce 1/4–3/8 1/4–3/8 1/4–3/8 1/4–1/2

RAK-18PED RAK-25PED RAK-35PED RAK-50PED

m3/h 312–350–400–440 333–370–430–510 333–400–485–600 333–450–600–700

m3/h 312–350–420–480 333–400–500–570 333–520–550–660 433–510–650–770

dB(A) 21–24–33–37 22–24–33–40 25–26–36–43 28–30–40–46

dB(A) 20–23–34–41 26–27–36–44

dB(A) 51 54 57 60

 h) mm

mm 16 16 16 16

RAC-18WED RAC-25WED RAC-35WED RAC-50WED

m3/h 1 860 1 860 1 860 2 160

m3/h 1 620 1 620 1 620 2 160

dB(A) 45 47 48 50

dB(A) 46 48 50

dB(A) 61 62 64

m 3 3 3 3

m 20 20 20 20

m 10 10 10 10

Kompresor

R32 R32 R32 R32

 h) mm

 Infra  

RAR-5F1

jednotky

Sp
lit

y 
R3

2

 


